
STORMWATER FEATURES
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PROPERTY LINE

2’ MINIMUM FLAT TURF MOW-STRIP ADJACENT 
TO ALL ROADWAYS AND DRIVEWAYS

DECORATIVE STONE RETAINING WALL - HEIGHT 
VARIES (3’ MAX). 
RETAINING WALLS ADD VISUAL INTEREST AND 
ALLOW THE STORMWATER FEATURE SIZE TO 
BE MAXIMIZED WITHOUT GRADING WORK ON 
PRIVATE PROPERTY.

CURB + GUTTER ADJACENT TO 
ROADWAY, CURB CUT + CONCRETE
APRON AT EACH STORMWATER 
FEATURE LOCATION

BOTTOM OF STORMWATER FEATURE INCLUDING 
SPECIAL SOILS TO ACCOMODATE INFILTRATION
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TYPICAL STORMWATER FEATURE SECTION

STORMWATER FEATURE CURB CUT AND APRON - RAIN WATER RUNS 
ALONG ROADWAY CURB AND ENTERS THE STORMWATER FEATURE 
AT THE CONCRETE APRON. THE APRON MINIMIZES EROSION CAUSED 
BY THE WATER’S FLOW AS IT ENTERS THE FEATURE

STORMWATER FEATURE PLANTINGS

CURB CUT
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STORMWATER FEATURE
PRECEDENTS
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